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TECHNICAL	CARD

power	supply Monofase
Volts V	230/1

frequency	(Hz) 50
motor	power	capacity	(Kw) 1,2

breadth	(mm) 130
depth	(mm) 60
height	(mm) 85

PROFESSIONAL	DESCRIPTION

Single-phase	manual	electric	speed	regulator:
.

Light	switch	with	power	supply	230	V/	1/	50	max	10	A.
Rated	Power:	1200W
Dimensions:	W130mm	x	D60mm	x	H85mm
Maximum	inrush	current:	8A
Protection	fuse:	10A
Continuous	duty	current:	6.4A
External	dimensions:	L	130mm	x	D	60mm	x	H	85mm
Power	1200W

Responding	to	the	standards:
EN	55014-1,	EN	55014-2
EN	60204-1,	EN	60335-1
EN	61000-3-2,	EN	61000-3-3,
EN	61000-4-2,	EN	61000-4-4,
EN	61000-4-5.
.

Accessory	for	models:
SDR	7/7	SDR	9/9
ECM	7/7	6,	ECM	7/74
ECM	9/7	6,	ECM	9/7	4,
ECM	9/9	6,	ECM	9/9	4,



€	106,62	
VAT	escluded
Shipping	to	be	calculed

Delivery	from	4	to	9	days

ECM	10/6,	ECM10/10	6
ECL	5
ECZ	7/7	6,	ECZ	7/7	4
ECZ	9/7	6,	ECZ	9/7	4
ECZ	9/9	6,	ECZ	9/9	4
ECZ	10/8	6,	ECZ	10/10	6
.
CE	MARK

CODE DESCRIPTION PRICE/DELIVERY

AIF-REM10A Manual	 speed	 regulator	 for	 EXTRACTOR	 HOODS	 with
light	switch,	V.	230/1,	50	Hz,	Max	6,4	Amp.	 -	Kw.	1.2,
size	cm	13x6x8,5h


