
TECNOSERVICE'21 srl
by Tinti Sergio
Via Carlo Pisacane, 134
61032 Fano (PU) Italy
P.IVA IT0200411413

Tel. +39 0721 805911
FAX +39 0721 809794
e-mail: staff@technochef.it
www.technochef.it
www.technochef.eu

Services and Technologies for professional catering since 1973

PROFESSIONAL DESCRIPTION

BONE SAW in PAINTED ALUMINUM, with 1610 mm BELT :
.

gray painted aluminum structure ,
cast aluminum pulleys ,
stainless steel worktop ,
stainless steel portioner ,
stainless steel meat pusher ,
security micro on the door,
push button panel with low voltage controls and emergency button,
Bakelite blade guide ,
engine protection carter and adjustment rod for correct blade tension.
Bone saws are small machines ideal for cutting frozen and fresh products and bones for both professional and domestic use,
available in single-phase and three-phase versions .

TECHNICAL DATA :
belt length: 1610 mm,
useful cutting height: 210 mm,
useful cutting width: 175 mm,
top size: 380x380 mm,
power supply: V.230/400
engine power: 1 HP Kw 0.75
weight: 32 kg

CE MARK
MADE IN ITALY

TECHNICAL CARD

net weight (Kg) 32
breadth (mm) 615

depth (mm) 480
height (mm) 830

AVAILABLE MODELS



Delivery from 8 to 15 days

Delivery from 8 to 15 days

TCF305-000110

Technochef - Bone saw in painted aluminium,
1610 mm band, single phase, V.230/1
Painted aluminum bone saw, with 1610 mm band,
stainless steel work surface, blade guide, stainless steel
portioner and meat pusher, CE STANDARDS, V.230/1,
Kw.0.75, Weight 32 Kg, dim.mm.615x480x830h

TCF305-000120

Technochef - Bone saw in painted aluminum, 1610
mm band, three-phase, V.400/3
Painted aluminum bone saw, with 1610 mm band,
stainless steel work surface, blade guide, stainless steel
portioner and meat pusher, CE STANDARDS, V.400/3,
Kw.0.75, Weight 32 Kg, dim.mm.615x480x830h
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